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General Information 

Rig Type Jackup 

Region North Sea 

Rig Design MSC CJ 46 

Builder CNIM 

Year Built/Upgraded 1982 

Classification DNV +1A1, Self Elevating Drilling Unit 

Flag Liberia 

MODU Code  
Water Depth 250 ft 

Drilling Depth 25,000 ft 

Hook Load 1,050 kips 

Setback Capactiy 487 kips 

Racking Capacity 175 stands 5 1/2 in stands. 20 x Drill collar stands 

Quarters Capacity 91 

Helideck S61N, 73 ft diameter 
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Draft (Operating/Transit) 13 ft / -- 

Depth 25 ft 

Length 182 ft 

Breadth 204 ft 

Leg Length 342 ft 

Leg Spacing 131 ft / 152 ft 

Cantilever 40 ft x 24 ft; 1,257 kips 

Equipment 

Derrick U.I.E.; 160 ft x 30 ft x 30 ft; 1,213 kips 

Drawworks National Oilwell 1320-UE; 2,000 hp 

Top Drive Varco TDS-4S; max operating torque 45,500 ft-lbs 

Rotary National C495; 49-1/2 in 

Iron Roughneck Varco AR 3200; 100,000 / 125,000 ft-lbs. m/u / b/o torque 

Motion Compensator N/A 

Riser Tensioners (4) 11,000 kips; 3.6 ft stroke 

Primary BOP Cameron Type U; 3 ram; 13-5/8 in x 10k psi w/ Hydril GK 13-5/8 in x 5k psi annular 

Secondary BOP N/A 

LMRP N/A 

Control System Koomey Type 80 

Pipe Handling Systems N/A 

Solids Control System (4) Thule VSM 300; 1,200 GPM ea. 

Diverter Vetco Regen KFDJ 49 1/4 in Housing 47 in 

Tree Storage, Handling Cellar deck 104 kips / BOP overhead crane 

Cranes (2) Bucyrus Erie Model MK100 boom: P/S 120ft, S/S 140 ft 

Mud Pumps (3) National 12P-160; 1,600 HP 

Engines (4) Caterpiller 3516B 

Station Keeping N/A 

Thrusters N/A 

Jacking System BLM D80H-N racking system rated 1.3 ft per min elevation. 12 pinions per leg. 



Mooring System 

(4) bissonneau & Lotz [BLM] 1970ft 1 3/4 in mm wire, breaking strain 330 kips, 32 KW motor, 

Bruce Anchors type 7000 6.6kips. 

Capacities 

Fuel 2183 bbls Brine Storage 1,500 bbls 

Drill Water 4,818 bbls Base Oil Storage 1,700 bbls 

Bulk Storage 7,056 cu ft Liquid Mud (Active+Reserve) 2,100 bbls 

Sack Storage 3,000 sacks   

 


